AATEK

SIEGES DE BUREAU

FICHE TECHNIQUE

TEXTURA - REF. 2600

Automatic synchronous armchair with 4 locking positions
3D stretch fabric backrest

Adjustable lumbar support

3D armrests

Seat translation

Automatic tension adjustment

Nylon base

Mécanique

Automatic synchronous

Garantie

5 years under normal conditions of use, 8 hours a day.
In the case of 2/8 use, 18 months warranty, 3/8 1 year.
Other use on a pro rata basis.

Does not include wear and tear on upholstery.

Coloris

Normes

EN
12520:

2010

Accessoires

23

Setof 5
large-diameter castors
Réf. 10206

Skates
Réf. 1702




Description technique

STRUCTURE
SEAT

Injected polypropylene support
Injected polyamide counter-shell (30/107? thick) attached by screw and insert to support.

BACKREST
Nylon support

FILLING

Foam bonded to structure, density 60 kg/m3, thickness 10 mm

COVERING
SEAT

Black fabric stretched over the foam and stapled to the polypropylene support

BACK

Back in 3D stretched fabric

LINK

Seat/backrest, with double nylon blade

MECHANISM

Automatic synchronized tilting system, backrest locking/unlocking and seat height adjustment by self-supporting gas spring. Seat depth

adjustment by spring-loaded sliding system. Class 3 lift.

FEATURES

5-spoke polyamide star (self-graining, glass-fiber-filled nylon) — 7000 mm.

60 mm-diameter polyamide double-roller castors, 11 mm-diameter steel pivot.

Dimensions
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Poids

15

Volume
0,16 m3
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